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8x M16x2 V40 35

INLET

Electrical connection

Armored cable

Lenght: 5 m

LOO V +5% L wire loadable with
Voltage AC 3 PH. + PE grounding
Electrical heaters type| Flat heaters
Position Dimension Power [Watt]
Upper Central 545x165 4000 w
Upper Left 235x545 6000 W
Upper Right 235x545 6000 W
Lower Cenfral 545x165 4000 w
Lower Left 235x545 6000 W
Lower Right 235x545 6000 W
Lateral n°2 heaters 330x180 2800 W each

Pressure contfrol
connection

not required
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900

8x M16x2 V40 35

TEMPERATURE

CONTROL
ADAPTER

Smussi non quofati: 0.5X45° Appr. : Scala:
Raccordi non quotati: Data dis.: 02/03/2021 G@
Dis.: fbraga

Data prog.13/10/2017

Materiale - Materiale

Note

Trattamento - Treatment

Prog.: ademaftei

1,6/ Tolleranza

01

Denominazione - description:

SELF CLEANING BACKFLUSH SCREENCHANGER

MODELLO NUMERO - MODEL NUMBER

AP10-000-0000-000-R01

Via JF. Kennedy, 9 - 20023 CERRO MAGGIORE (MI) - ITALY

International srl

Tel. +39 0331 93551 - Fax +39 0331 935591

NUMERO DI SERIE - SERIAL NUMBER
AP10-000-0000-000-R01.idw

Il presente disegno é di proprieta della COFIT International S.r.l. a norma di legge & vietata ogni riproduzione o comunicazione a terzi




